6

| 7 |

l—13.00+0.25

REV. | DESCRIPTION OF REVISIONS| APPR. |DRAW. |RELEASH DATE
X1 Ooriginal reversion
X2 18 tuty 1 e )R Jimmy 2014.09.12
25.00+0.25— X2 25.00
0.75+0.20— — —10.38——=5.08-—7.2
12.57 —0.05 1.40(X8)—
2.54Pitch ' ‘ B
— . 12,54
/. —|[0.80 / \
@ N — | } ]
—pavii el - [4G% 7]
= | - AN M |
4o b " ] | RO o O 8 I
18 | ?Cg |
| I~ —~ = 2 | ) |
o) UL 1 3 L Te] }_ | N |
N | O v | O | O E 1 N | |
N T | o o | | (@]
o S N o L
H da UL < = S
8' === - S N M | | N
N (L1 a ) L_ |
> L H . . . |
W LY L L : |
. I
—g | ~ - i
_ 17
amll T
o o oo | lall
] T '_f_l_ - O
200 /7]0.10Max RECOMMENDED P.C.B_LAYOUT
23.60 COMPONENT SIDE(TOLERANCE +0.05)

ITEM PART NAME QY MATERIAL FINISH
TECHNICAL CHARAC‘TE-R|ST|CS 1 BASE 1 Hi—temp Thermoplastic Black UL94V-0
(@]« —Qﬂ 1.General Characteristics 2 | DATA CONTACT | 8 Copper Alloy Contact area:Gold plated
Dimensions: 32.20LX25.00WX3.00H mm 3 HANDLE 1 | Hi—temp Thermoplastic Yellow UL94V—0
19.14£0.10——— Weight: Approx1.60+0.20g , SPRING ] -
Durability: 5,000 cycles min. 5 POLE 1 Stanless Steel
2.Electrical Characteristics 6 AXIS 1 Copper Alloy Ni plated over all
Contact resistance: 50mQ typical,100mQ max 7 TOGGLE LEVER 1 Stainless Steel
ELECTRIC FUNCTION | DETECT SWITCH Insulation resistance: >1000MQ/500V DC Unless otherwise ®
WIHOUT CARD e 3.Solderabilit specified, other IMLUIP wmup INDUSTRIAL CO.LTD
CARD INSERTED CLOSED : y tolerance are: " )
Vapor phase: 215°C,30sec.Max - -
M e "\ e o IR reflow: 250°C,5sec.Max ))((X 1%3’21 ;((X' :f NAME : SIM Card Connector
CD1 CD2  FLAKE CD1 CD2  FLAKE Manual soldering: 370°C,3sec.Max XXX 015 Txxx 13 |MODEL No: ) MU'_D'C716
WITHOUT CARD CARD INSERTED 4.Environmental Characteristics XXXX £0.10 |XXXX £2° | TYPE : 6pin (without post)
: . A0Cr . PROJ. UNIT | SCALE .10. DWG NO. :
mm 1:1
Operating humidity: 10%~+95%RH CHECKED [Jimmy Oct.10.2008—¢ = REVISION
rrocessconnr | CUSTOMER - DRAWING [4pprovafyun Oct.10.2006] 1 /4 X2
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